SECTION 36, TOWNSHIP 36, RANGE 12
SECTION 31, TOWNSHIP 36, RANGE 13
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PROPOSED DECIDUOUS SHADE TREES(TYP)
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REMOVE EXISTING CONCRETE &
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(SEE DETAIL 4 ON SHEET 38)
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RELOCATED EXISTING SHRUBS
TO EMBANKMENT (TYP OF 8)
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MATERIAL TO BE REMOVED

PROPOSED IDOT SALT
TOLERANT SOD

REMOVE EXISTING CONCRETE AND REPLACE
WITH 5" THICK COLORED STAMPED CONCRETE
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NEW LOCATION FOR (4)

RELOCATED SHRUBS
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PROPOSED PERENNIAL / GROUNDCOVER / GRASS

87.99"

COMBINATION CURB & GUTTER REMOVAL
REPLACE WITH COMBINATION CONCRETE
CURB & GUTTER, TYPE B9.12(SPECIAL)

NOTES:

ALL PLANTINGS SHALL FOLLOW IDOT BUREAU OF DESICN &

ENVIRONMENT MANUAL — CHAPTER 59 — LANDSCAPE DESIGN AND
~ EROSION CONTROL 59-7.08 PLANTING IN URBANIZED AREA FOR

SIGHT DISTANCES.

ALL AREAS TO BE LANDSCAPED SHALL BE EXCAVATED TO THE DEPTH
~—"~ APPROPRIATE_FOR THE PROPOSED PLANTINGS. NO SOD SHALL
REMAIN IN NEW PLANTING AREAS.

PLANT QUANTITIES SHOWN ON DRAWINGS ARE APPROXIMATE.
CONTRACTOR SHALL PROVIDE PLANT MATERIALS SUFFICIENT TO COVER
AREAS SHOWN ON PLANS AT THE SPACINGS INDICATED.

ANY AREAS OUTSIDE OF THE LANDSCAPE BEDS THAT ARE DISTURBED
SHALL BE REPLACED IN KIND.

FOR LANDSCAPE PLANTING DETAILS SEE SHEETS 36 & 37.
FOR PROPOSED LANDSCAPE WALL DETAILS SEE SHEET 38.

NO PLANTING SHALL BE CLOSER THAN 18" FROM BACK OF MEDIAN
CURB. NO TREES SHALL BE CLOSER THAN 4’ FROM BACK OF
MEDIAN CURB.

FOR ADDITIONAL PLANTING NOTES SEE SHEET 36.

FOR PLANT SCHEDULE SEE SHEET 2.

FOR CONCRETE DETAILS SEE SHEET 38.
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